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LIGHTING & SIGNAL DETAILS
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(same as existing) AAAL existing)
Conduit
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Ashalt Patch Concrete Patch

Surface Patch Details

Note:
Patches: All frenches shall be saw-cut.

pavement and the coarse aggregate gradation,
curing shall be as approved by the Engineer.
the price bid for Condui+t

Immediately prior o pouring replacement concrete,
be painted with an approved epoxy compound.

The replacement concrete shall
maximum size and method of
The cost shall be included in

all surfaces shall
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25" Min.

Railroad track
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Plan View

Top of tie

o 1op of rail

5'6” Min.
I
Q\~S+ee\ conduit
2” x .188 wall (min.)

Elevation View

Railroad Track Conduit Placement

receive 74" X 3” bolt

Top of sidewalk
Galvanized mal leable
pipe clamp at not more than
5’ spacing or as determined by

the Engineer.

Bridge Mounted
Conduit Hanger

Face of curb

conerete Orig. ground

Threaded insert to
recieve 74 x 3" bolt

Curb Mounted Conduit

Patch with cold mix 12"+ & Patch with 12"+ .
AN F' /* concrete r4447 Patch with concrete
s 5 o i 0 Existing | | X0 (Existing sidowolk—
Existing Gsph?\f v concrete ) -,

Compacted backfill —f

Conduit+—

be P.C.C.

Conduit . .
Concrete X N A Side Vi
structure Galvanized malleable iron pipe clamp at not more
than 5’ spacing or as determined by the Engineer.
Threaded insert to
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backfil | <~ backfill
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Underground Multiple underground ?
: cables cable hel
R min.
Sidewalk Patch % +— Washed sand ?
Type 1 Type I1 sztHJ
dia.

Cable Trench

The entire area which is disturbed by the trenching Drainage pits shall be installed
shal |l be sodded, or as directed by the Engineer. The rum; ge pi '
cost shall be included in the price bid for "“Cable . . .
Trench. " end. (To be used for Traffic Signal
Pole
ol Pole Number Direction of
ole travel Emergency vehicle detector

Finished elev.
of roadway

center|ine " .
Moun+ting

See Note: 2

Stenci
/ location
<~—Direction of traffic

Plan
Light Standard Numbering

Type T Unilet
See Note:1 for
Two way detector

Elevation
Conduit nipple
Mast arm

Note:
Pole Numbering:

Way detection)

stencil| on each light 1

in black paint on the
or adhesive coated Emergency Vehicle Detector
(Location as shown in plans)

The contractor shall
standard the pole number
roadway side of the pole,
plastic such as Scotch cal. Manufactured by 3M
as approved by the Engineer. See layout sheets

for pole numbers.
1.

Notes:
Two-way Detector shall
with two Par lamp holders and
in each direction).

provide entrance for conduit.
opening no larger than necessary,
place conduit. fill with concrete and
finish foundation to original
appearance.

Front View

Elevation

Traffic signal standard base . .
N Revise Concrete Foundation

Terminal block
(see details)

Concrete foundation

Block
(Rigid Mounted)

Terminal

Quick Connector

Washed aggregate
34", max. 17

Drainage Pit

Except where conduit slopes enough for drainage to one

arm

|amp holder

Par 38 Lamp
(Green)

Detai

have Type X Unilet
lamps

(one
2. One-way Detector shall have the unused
end plugged with metal pipe plug.
Conduit shall extend 1"
Grade above top of foundation
Jackhammer or drill material out to
Make

1

PPN

dia.

in both ends of the conduit

Conduit Runs Only)

Direction of

travel
Adjustable detector

See Note:3

34" Pipe nipple " Mounting arm
lamp holder

Type T Unilet

Par 38 Lamp
(Green)

(1 Way detection)

Alternate Emergency Vehicle
Detector Detail (Adjustable)
(Location as shown in plans)
Notes:
3. Two-way Detector shall have the detector
lens rotated to face the direction of travel,
and shal |l have Type X Unilet with two Par
lamp holders and lamps (one in each direction).
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